
HTL™ Labmate™ Pro Single-channel pipettors

Model Cat. No. Color Code Volume (μL) A (%) P (%) Non-filter Tips

LMP2 5661
Min.

Max.

0.1
1.0
2.0

±
±
±

40.0
 2.7
 1.5

≤
≤
≤

12.0
 1.3
 0.7

10 μL

LMP10 5662
Min.

Max.

0.5
5.0

10.0

±
±
±

4.0
 1.5
 1.0

≤
≤
≤

 2.8
 0.7
 0.4

LMP20 5663
Min.

Max.

2
10
20

±
±
±

 3.5
 1.0
 0.8

≤
≤
≤

1.5
 0.5
 0.3

200 μL

LMP50 5667
Min.

Max.

5
25
50

±
±
±

3.5
 1.0
 0.8

≤
≤
≤

1.3
 0.5
 0.3

LMP100 5664
Min.

Max.

10
50

100

±
±
±

3.0
 1.0
 0.8

≤
≤
≤

 1.0
 0.3
 0.2

LMP200 5665
Min.

Max.

20
100
200

±
±
±

2.0
 1.0
 0.6

≤
≤
≤

 0.7
 0.3
 0.2

LMP250 5660
Min.

Max.

50
125
250

±
±
±

 1.0
 0.8
 0.6

≤
≤
≤

 0.4
 0.3
 0.3

300 μL

LMP1000 5666
Min.

Max.

100
500

1,000

±
±
±

2.5
 0.8
 0.6

≤
≤
≤

0.6
 0.3
 0.2

1,000 μL

LMP5000 5668
Min.

Max.

500 
2,500 
5,000

±
±
±

 1.2
 0.6
 0.5

≤
≤
≤

0.5
 0.2 

0.15
5,000 μL

LMP10000 5669
Min.

Max.

1,000
5,000

10,000

±
±
±

 2.5
 0.8
 0.5

≤
≤
≤

 0.6
 0.3
 0.2

10,000 μL

HTL Labmate Pro Multi-channel pipettors

Model Cat. No. Color Code Volume (μL) A (%) P (%) Non-filter Tips

LMP8-10
LMP12-10

6281
6285

Min.

Max.

0.5
5

10

±
±
±

 10
4.0
2.0

≤
≤
≤

8.0
2.0
1.2

10 μL

LMP8-50
LMP12-50

6282
6286

Min.

Max.

5
25
50

±
±
±

4.0
3.0
1.6

≤
≤
≤

2.5
1.2
0.6

200 μL
LMP8-200
LMP12-200

6283
6287

Min.

Max.

20
100 
200

±
±
±

3.0
1.5
1.0

≤
≤
≤

1.5
0.8
0.6

LMP8-300
LMP12-300

6284
6288

Min.

Max.

50
150 
300

±
±
±

1.6
1.2
1.0

≤
≤
≤

1.5
1.0
0.6

300 μL

HTL Labmate Pro Starter 4-pack

Model Cat. No. Includes

LMP10
LMP20
LMP200 
LMP1000

7905

�� Plexi 4-position stand
�� Tips (10 μL/96 pcs, 200 μL/96 pcs, 1,000 μL/100 pcs)
�� Calibration tool (4)
�� Shelf clip (4)
�� Instruction manual




